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with loc  in opening and closing position)                                        with loc  only in closing position)
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English

 FT 270 (230V)     FT 390 (230V)     FT 270 (120V)    FT 390 (120V)    FT 270 FAST      FT 390 FAST

        230V  (±5%) 50/60 Hz                           120V  60 Hz                           230V  (±5%) 50/60 Hz

                   220 W                                              300 W                                            310 W

                      1 A                                                 2,45 A                                             1,5 A

      270 mm               390 mm              270 mm               390 mm               270 mm              390 mm

       1 cm/s                1,5 cm/s             1,2 cm/s              1,7 cm/s                            3,35 cm/s

                                                                                70

        40 bar                30 bar                               40 bar                                               35 bar

                                                                 -20°C       +55°C 

                                                                           130°C

                                  640da N                                         480 daN                            500 daN

                     12,5µF                                             60µF                                             12,5µF

       12,8 Kg              15,2 Kg                12,8 Kg               15,2 Kg                  13 Kg               15,4 Kg

                                                                             IP55

          6 m                    7 m                       6 m                    7 m                       3 m                     4 m

                                                                         90° / 125°
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TYPE OF INSTALLATION

o tside

inside

o tside

inside

I  I I  I I

FT 270 FAST      FT 390 FAST    FT 270 FAST      FT 390 FAST FT 270 (230V)     FT 390 (230V)     FT 270 (120V)    FT 390 (120V)     FT 270 (230V)     FT 390 (230V)     FT 270 (120V)    FT 390 (120V) FT 270 (230V)     FT 390 (230V)     FT 270 (120V)    FT 390 (120V) FT 270 (230V)     FT 390 (230V)     FT 270 (120V)    FT 390 (120V)

ote
ote

TECHNICAL FEATURES

Power supply

Power

Absorbed current

Stroke

Shaft speed

Cycles hour (at 20°C Temp.)

Max working pressure

Operating temperatures

Thermal protection

Max Thrust

Capacitor

Weight

rotection classP

Max leaf length

Opening degree of the leaf 

STANDARD INSTALLATION 

1) Operator

2) Mechanical stop 

3) Electronic control unit

4) Flashing lamp 

5) Photocell Dx 

6) Differential switch 16A/0,03A 

7) Photocell Sx

8) Start-Stop push button

9) Antenna

10) Support for photocells

11) Warning notice

Install t e o erator 
al a s on t e inside 
o  t e  r o e r t  

I
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INSIDE OPENING INSTALLATION 

o o tain 0  it  d   

mm it is ne essar  to 

make a ni e in t e gate

o o tain  it  d   

mm it is ne essar  to 

make a ni e in t e gate

otal stroke 0 mm  ma  s ggested stroke 0 mmotal stroke 0 mm  ma  s ggested stroke 0 mm

Inside
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angle
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stroke
(mm)

Max 
stroke
(mm)

Stroke 
for 90°
(mm)

Stroke 
for 90°
(mm)



  0

a b 
(mm) (mm) 

 

0
0

0
0

f *
(mm) 

 
0  

 
0  
0  
0  

40

4 4

4

a b 
(mm) (mm) 

f *
(mm) 

  0

00  
 
 

0  
0  
0  

4
4

4

0

a
d

  0  mm s t roke                 

 0  m m s t r o k e

  dimensions in mm

  In ase o  need to
     make a ni e  o ser e
     t e s o n dimensions 

a
d

 in.

 80

 4
 in.

d

80

0 in.

International registered trademark n. 804888

English

otal stroke 0 mm  ma  s ggested stroke 0 mm

otal stroke 0 mm  ma  s ggested stroke 0 mm

Max 
opening

angle

Max 
opening

angle

Max 
stroke
(mm)

Max 
stroke
(mm)

Stroke 
for 90°
(mm)

Stroke 
for 90°
(mm)

tside

Inside

INSTALLATION ON MASONRY PILLARS, MAKING A NICHE

OUTSIDE OPENING INSTALLATION 
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RELEASE MOUNTING

 en are ll  t e a kage  making s re not to loose arts i  are listed in ig. 4
 asten t e rear os illating ra ket as s o n in ig. 

: for the insertion of the short brass pin  
its fitting into the brac et and clevis attachment must be done by the simple pressure of the hands. 

  further than the allowed angle of the oscillating brac et 
1), ris s the possible bra ing of it

a

 mm

 m
m

8 mm

8 mm
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INSTALLATION OF THE OSCILLATING REAR BRACKET 

INSTALLATION OF THE REAR BRACKET 

d sta le rear ra ket it  s re s  
essor  on demand



t en s  it a k in  m

4

 avoid the welding of the front brac et to the shaft of the hydraulic operator already attached  
the welding scraps daps) could ruin the chromium plating of the shaft

0 mm 0 mm

 mm

4  mm

ording to t e nat re o  t e gate ood  steal  al mini m  
t e ront rake an e s re ed or elded

FRONT BRACKET INSTALLATION

The front brac et must be positioned so that the operator is perfectly leveled 

English
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INSTALLATION OF POSITIVE STOPS

(Accessoriy on demand)
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FULL TANK WITH SEPARATE HYDRAULIC UNIT

BREATHER SCREW 

ns re  and remo e t e s re  nder 
t e o erator at t e end o  installation
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+- +-
GREY YELLOW

BY-PASS VALVES

 

To adjust the by-pass valves (eg. periodical maintenance) use the supplied wrench « A ».

NOTE: Regulate the opening and closing forces of the gate respecting the force diagram (as per the 
EN12453 Law); the thrust force however must not be superior than 15 KgF

ATTENTION: The valves must be adjusted in parallel, there must be no calibration differences between them 
(ie. between opening and closing). Example: if you adjust the gray valve by half a turn, then the yellow valve 
must also be adjusted in the same way

Fig. 26 Fig. 27

Fig. 28

English
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Fig. 29

Oil level

Grey

Yellow

INSTALLATION OF THE CHROME PLATED SHAFT COVER

TORQUE ADJUSTMENT  (By-Pass Valves) 

OIL LEVEL MEASUREMENT 

      The oil level should 
be measured with the 
rod inserted into the 
operator and must stand 
in accordance with the 
distributor

A



POSITION GATE

English
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TO THE ATTENTION OF THE TECHNICIAN AND THE END-USER

KEY SWITCH PHOTOCELLS RADIO RECEIVER TRANSMITTER SUPPORTS 
FOR 

PHOTOCELLS

POSITIVE STOPS ELECTRIC LOCK EXTERNAL
LOOP 

DETECTOR

CONTROL UNIT FLASHING LAMP

FULL TANK ACCESSORIES

 

o release o erate as ollo s

o relo k t e o erator do as ollo s
and lose t e lid again. 

ttention  rning t e ke  o er  t rn 0  o ld damage t e release.

 SEA recommends to the end user to release the operator only after having switched off the 

electric power. Always contact a professional installer in case of not correct wor ing of the operator
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TO THE ATTENTION OF THE TECHNICIAN AND THE END-USER
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TO THE ATTENTION OF THE TECHNICIAN AND THE END-USER
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SEA S.p.A. reserves the right to ma e any required modification or change to the products and/or to this 
manual without any advanced notice obligation.

 I    I     

ead are ll  t ese Instr tions

http://www.seateam.com
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i iara ione di on ormit

SEA S.p.A. declares under its proper responsability and, if applicable, under the responsability of its 
authorised representative that, , the by installing the appropriate safety equipment and noise filtering
products:

es ri ione               odello      ar a  

  0 
and all its by-products)

  0 
and all its by-products)

are built to be integrated into a machine or to be assembled with other machinery to create a machine under 
the provisions of Directive 2006/42/CE

are conforming to the essential safety requirements related to the products within the field of applicability of 
the Community Directives  2014/35/UE  and  2014/30/UE

MANUFACTURER or AUTHORISED REPRESENTATIVE:

   . . .

 Place, date of issue 
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CERTIFICATO DI ESTENSIONE GARANZIA
CERTIFICATE OF WARRANTY EXTENTION

PRODOTTO/ PRODUCT
- Modello/Model____________________________________________________
- Matricola n. /Serial Number_________________________________________
- Data di acquisto/Date of order________________________________________
- Data di installazione/Date of installation_______________________________

Centrale/Control unit                            
Fotocellule/Photocells                            
RX - TX                                                   
Altri accessori /Other accessories        

SEA
SEA
SEA
SEA

Altri/Others
Altri/Others
Altri/Others
Altri/Others

UTENTE/Customer
Nome e Cognome_____________________________________________________
First Name and Family Name _________________________________________
Indirizzo/Address_____________________________________________________
___________________________________________________________________  

INSTALLATORE/Installer
Ragione sociale/Company Name ________________________________________
Nome e Cognome/First and Family Name_________________________________
Indirizzo/Address ____________________________________________________

INSTALLATORE/INSTALLER
Firma per il trattamento dei dati personali ai sensi del Regolamento UE 679/2016
Agreement to the GDPR EU Regulation No. 679/2016

Firma e Timbro
Sign and Stamp     ___________________________

Copia da restituire
Copy to be returned

N.B: L’estensione della garanzia legale di 12 mesi a 24 mesi e 36 mesi è va-
lida solo se il  presente modulo viene rispedito per posta o fax a SEA

S.p.A. entro 15gg dalla data di acquisto. Allegare relativa fattura d’acquisto.

-  -  -  -  -  -  -  -  -  -  -

Note: The extension of the legal standard warranty of 12 months to 24 months
and to 36 months, is valid only if the present form is returned by mail or fax to
SEA  within 15days from the date of purchase. Attach customer invoice.S.p.A

Sistemi Elettronici
di Apertura Porte e Cancelli
International registered trademark n. 804888
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SEA S.p.A. - Zona Industriale San Atto- 64020 Teramo (Italy)
Phone +39 0861 588341- Fax +39 0861588344

www.seateam.com - info@seateam.com
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